
 

 

Build to Suit 
General Building Data 

 
 
 
 

Site :   Approximately 2.0 acres 
 
Building 
Construction:  Structural Steel with Brick Veneer, Dryvit and Storefront 

 
Building Size: The new structure shall be 10,000 SF with dimensions of 100’ from side to side and 

100’ from front to back.  The clear height of the building shall be approximately 16’. 
 Optional 5,000 SF expansion to the east. 

 
Column  
Spacing: The (2) interior columns of the building shall be spaced at 50’-0” centers the length of 

the building and a tbd distance in the depth. 
 
Floors: All concrete floors in the facility shall be poured with 4” thick reinforced concrete 

sealed with 10 year dust proof sealer. 
 

Roof: The Roof System shall be ballasted EPDM. 
 

Lighting: The Office Areas shall be lit with conventional fluorescent lighting with an average 
footcandle level of 50 fc.  The unfinished storage area shall be lit with conventional 
fluorescent lighting fixtures spaced according to the racking layout with an average 
footcandle level of 30 fc.  Parking lot and truck court lighting to be 1.5 fc. 

 
Office Finish: Ceiling height to be 10’-0” with 2x4 lay-in acoustical tiles.  Carpet to be 23 oz carpet 

tiles with vinyl cove base.  Hard surface flooring to be porcelain tile. Casework to be 
maple cabinets with plastic laminate tops.  Open office areas and private offices to 
have some areas of tackable wall covering and marker boards.  All walls to be 
painted eggshell finish. 

 
Parking / Paving: A total of Two Hundred Sixty  ( 35 ) parking spaces are included for phase one with 

expansion to ( 53 ). 
 

Heating: The unfinished area shall be heated only with the use of Gas Fired Unit Heater.  The 
system will be designed to accommodate a dehumidifying function and maintain 65 
degrees at 0 degrees outside air temp.  The Office Areas shall be heated and cooled at 
a maximum of 78 degrees and minimum of 68 degrees at anytime of year.  

 
Fire Protection: The building shall NOT sprinklered. 

 
Electric Service: 200 amp 110/208 volt single phase base service shall be installed for the building. 
 Dedicated power requirements for printers and IT equipment. 



 

 
Office Req: Occupancy of 35 

1 reception area with 2 workstations 
3 partner offices with meeting space internal (1 with ada restroom attached and 1 
with records storage area) 
2 vice president offices (partial height wall partitions, no doors) 
1 assistant office/workstation 
1 large conference room (10-12 people) 
Restrooms to accommodate 35 people.  2 showers in mens rooms 
1 coat room 
1 coffee/break area (4-8 seating) 
1 supply closet 
1 server/IT room 
1 janitor closet 
Open Office divided into four large groups (road, cellular, ROW, bridge and site) 
with 8x10 work areas and plan layout spaces.  Work areas divided by tenant 
furniture. 
 
Adjancies: 
2 partner office adjacent to Road and Bridge Team 
1 partner office adjacent to Celluar, ROW and Site Teams 
1 VP adjacent to Road Team 
1 VP adjacent to Celluar Team 
1 assistant adjacent to partner office adjacent to Celluar ROW and Site Teams 




